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The firmware programmed into the dBadge2 can easily be updated via its USB connection. For this you will need 

the following:  

 

a) dBadge2 unit (to be updated)  

b) Firmware file (which unit is to be updated to)  

c) dBadge2 Docking Station  

d) 12V PSU supplied by Casella  for the docking station 

e) USA A to mini-B lead (supplied) 

f) dBadge2 Upgrade Utility (207.048.xx.yy – where xx.yy refers to the particular revision)  

 

Firstly install the dBadge2 Upgrade Utility program to your computer. 

 

 Once the program is installed, the following procedure can be followed.  

 

1. Copy the firmware file to an appropriate folder on the PC.  

2. Connect the docking station to the PC via the USB lead.  

3. Connect the 12V PSU to the docking station (and also to the wall outlet).  

4. Place the unit to be updated into the left hand docking position.  

5. Run the upgrade utility program.  

6. Click on the Search For Devices icon  

 

 

 

 

7. Click on the Select BIN File icon and then select the actual firmware file to be loaded in.  

 

 

 

8. Click the Erase/Program Device icon and wait for the programming process to complete.  
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9. When complete, the following window will be displayed.  

 

 

 

 

 

10. After clicking the Ok button in the previous window, the new firmware revision will now be shown in the 

main window.  

 

 

 

Unit’s firmware has now been updated. 

 

 

NOTE it may be necessary to consider the state of the icons (black is active; grey is inactive). If the 

Erase/Program Devices button is not active, but the Program Device button is, then the unit has already been 

erased. In which case, use the Program Device button to update the unit. 

 


